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XC-007 Master Series

Please caliberate cutter / tracer point every time you change it

Caliberate X1 jaw

Caliberate X2 jaw




1. Use X1 jaw (A position) to adjust height of tracer point and cutter.

2. Do not put any key blank on the jaw

3. Fix the tracer point and cutter. The tracer point height is lower
than the cutter (see picture above).

4. Press “continue” to proceed.

please see picture above for information,
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Initial

When the cutter encountered fixture surface, put down the probe
into the fixture surface position.
Fixed probe and click "Continue" button.

Xe

Initial




When the cutter encountered fixture surface, put down the probe Initisl
into the fixture surface position.

Fixed probe and click "Continue" button.

X2

Initial

¢l

When the cutter encountered fixture surface, put down the probe Initial
into the fixture surface position

Fixed probe and click "Continue” button.
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Initial

Calibrating,
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Please caliberate cutter / tracer point every time you change it.

Caliberate X1 jaw

Caliberate X2 jaw

Initial




Put blank key

on X1 jaw

Note

1 Please keep cutter and tracer point at the same height (or height

difference no more than 1 mm)

2 Please put a blank key on X1 jaw




Put blank key "’ v

on X1 jaw.

Note

1. Please keep cutter and tracer point at the same height (or height
difference no more than 1 mm)

2. Please put a blank key on X1 jaw

Lance

Calibféting.

Please caliberate cutter / tracer point every time you change it

Caliberate X1 jaw

Caliberate X2 jaw

Calibrate OK,
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XC-007 Master Series

Please caliberate cutter / tracer point every time you change it

Caliberate X1 jaw

Caliberate X2 jaw




XC-007 Master Series

Calibrating

X2 jaw

Note

1_Please keep cutter and tracer point at the same height (or height

difference no more than 1 mm)

x 2 Please follow the instruction below to calibrate X2 jaw (A, B-(

Cancel position) Continue

Please put X2 jaw in A position, and press "Contin




Calibrating : ,

X2 jaw Main Menu

()

Regulate
Cutter

itter and tracer point at the same height (or height
more than 1 mm)

w the instruchon below 1«

Please put X2 jaw in B-C position, and press "Cont

s,




Calibrating

X2 jaw

Hv

Regulate
Cutter

Note
1 Please keep cutter and tracer point at the same height (or height
difference no more than 1 mm
Please follow the instruction below to calibrate X2 jaw (A, B-(

position)




XC-007 Master Series

Please cahberate cutter / tracer point every time you change it

Caliberate X1 jaw

Caliberate X2 jaw

Calibrate OK,
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Select Car Make:

Acura
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| Select Car Make:




Select Car Make:

Ssangyong
Subaru

VOlkswagen
Volvo
Yamaha




»m | |CarVolkswagen
Input Key Code:

XC-007 Master Series

Car-Volkswagen

Input Key Code:
s

Series Hint:




CarVolkswagen

Select Key Code: Compatible Key:

) [6001-8110 HHH[.
6001-8110 EXT 1§ Koyl ing

{\-hh

S(—E:OO7 Master Series

.
ptl




Note HUg6 YW

ig2)3]4]s]efz]slololl-
" Amananmene
(A[S[D]F]G]H

V|[B|N

ix







HU6 6

Key Bittings;
Axis 1,
1 380

320

Cutting, ..
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Backspace
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Select Key
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Key Bittings:

[EEEEEEE

Input Key Bittings:

Use X2 Fixture, Position C
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Do not turn the key too tight, to prevent deformat
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Backspace

XC-007 Master Series

1.15mm EXT
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Select Car Make:
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Select Key






